


Installation of a mixed 
penetration seal

1. Apply FP 450 around the 
cable in the cable tray. 

2. Install BIS Pacifyre-MK II 
collars and FP 200 sheeting 

tape.
3. Apply the FP 550 fire 

protection foam.
4. Apply the FP 800 paint 

coat.

QUICK & EASY 
INSTALLATION

GIVES YOU A HEAD START ON SITE

See exactly where the foam 
is applied. FP 200: the fabric-
reinforced, transparent tape 
for innovative sheeting of the 
penetration opening

Align, insert - finished!
BIS Pacifyre-MK II: the one-
piece fire protection collar 
featuring "one-step 
installation".

Precise foam filling without 
need for subsequent works
FP 550: the self-expanding,  
2-component foam from a 
lightweight, compact 
cartridge

Simply cut and install new 
cables/pipes FP 550: simply 
cut the foam with a knife for 
subsequent installation of 
cables and pipes

Paint and finish off
FP 800: this white protective 
coat finishes off the job.

OPTIMIZED HANDLING12

All products are immediately 
ready for use – there is no 
need for timeconsuming
preparation. The innovative 
system requires neither water, 

electricity nor a large variety 
of tools. Tangit Fire Pro-
tection not only ensures 
an exceptionally convenient 
but also clean application:



Even after curing, Tangit 
Fire Protection offers high 
flexibility. The energy 
required for piercing the 
foam (e.g. with a 
screwdriver) is extremely 
low: 0.25 N/mm².

FLEXIBLE SUBSEQUENT 
INSTALLATION 

UP TO 60 % FASTER  – TESTED AND CONFIRMED BY THE REFA

Even in its cured state, the 
2-component Tangit foam 
remains elastic and can 
simply be cut or pierced 
with a knife or screwdriver. 
This ensures the flexibility 
you need. Subsequent 
installations can be done in 
next to no time. Of course, 
this has a noticeable effect 
on the installation time 
needed. According to a 
REFA time-efficiency study, 
you can save up to 60 % 
installation time compared 
to conventional fire 
protection systems!

OPTIMUM EXTENSION OF THE PENETRATION 13



The new Fire Protection 
System by Tangit does not 
only convince applicators, 
planners and housebuilders
but also the REFA - the 
worldwide leading 
association for independent 
time studies. Compared to 
fire protection systems 
made of mineral wool, 
mortar, stones or alternative 
foams, Tangit Fire 
Protection offers a unique 
combination of measurable 
benefits. Go and see for 
yourself: put the test winner 
to the test!

THE REFA VERDICT

THE REFA 
TEST WINNER

FAST - INTELLIGENT - SAFE          



BETTER - FASTER - EASIER
TANGIT FOAM

WITH INCOMPARABLE ADVANTAGES

SYSTEM COMPARISON

TANGIT FP 550 MINERAL WOOL
+ 100 % smoke-tight thanks to self-expanding foam 
+ Easy installation - ideally suited for difficult installation 

environments and complicated pipe/cable occupancies
+ Up to 50 % faster installation (confirmed by the REFA)
+ Clean solution: no dust - no fibers

TANGIT FP 550 MORTAR
+ Convenient installation - no water, no electricity, no dust
+ No preparation time - immediately ready for use
+ Up to 10 % faster installation (confirmed by the REFA)
+ Quick and easy installation of subsequent pipes and 

cables thanks to flexible foam
+ Low transport weight due to highly compressed, 

lightweight cartridge products

TANGIT FP 550 2-C FOAMS
+ More product for your money - High yield: 3.5 L / cartridge
+ Up to 60 % faster installation (confirmed by a REFA time study)
+ No need for doubling already from 150 mm penetration 

seal thickness upwards, therefore low material consumption
+ Quick and easy installation of subsequent pipes and cables

TANGIT FP 550 STONES
+ No need for time-consuming wall doubling 

already from 150 mm wall thickness upwards
+ Durable and safe penetration seals
+ Easy application thanks to precise self-expansion
+ Ideally suited for difficult installation environments 

and complicated pipe/cable occupancies
+ Transport and storage benefits due to highly 

compressed cartridge products




